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www.riderspassion.com

Installation Instructions for CNC-Machined “console clock& thermometer mount”

THANK YOU for your purchase from RIDERS PASSION.  We sincerely appreciate your business!  RIDERS PASSION tech support can be reached by phone at (559) 799-1612 to assist in any installation related issues.

1) Select a location to mount your new Fat Boy clock / thermometer mount.

Once you have chosen the spot on your tank-strap to install your billet mount, mark the screw location using the holes in the billet mount as a template and drill out the hole location that you marked with a ¼” drill.  (if you remove the tank-strip from the motorcycle it will be easier to drill the hole and will eliminate the risk of scratching the paint on your fuel tank – if you chose to drill the hole with the tank-strip still on the motorcycle, CAUTION must be taken to not drill into the fuel tank)

2) Prepare your new RIDERS PASSION clock/thermometer mount for installation:

Select which instrument you want to ride with today.  (clock or thermometer) To remove an instrument from the mount, simply slip the edge of your fingernail under the chrome trim ring and gently pry it up.  You can also use the edge of a small knife blade or screw driver. To prevent scratches, caution must be used to protect the chromed surface of the mount. Adjust the clock insert to indicate the correct time by following the printed directions included elsewhere in this kit.  

3) Install the billet instrument mount:

Insert the mounting screw through the bottom of the tank-strip first - through the hole that you drilled in step #1 and then up into the hole in your billet mount.  Install the nut on the mounting bolt.  A drop of Loctite or similar thread locking fluid can be used if your motorcycle is prone to vibration.  (*When installed properly, the nut will be inside the billet mount, under your clock or thermometer insert) 

4) Install the clock/thermometer:

The clock or thermometer insert is easily installed by tipping one side of the insert into place first and then * “rocking” the other end into place.  (*pushing forward and down) Please be sure that the rubber O-ring / vibration isolating gasket is properly installed onto the clock/thermometer before attempting to install the unit into its base.  Tip: The instrument body is made of stainless steel and has a groove machined into its perimeter.  The rubber gasket has an inner “rib” that corresponds to the matching groove in the body of the instrument. Make sure that you have the RIB of the gasket lined up so that it fits into the GROOVE on the instruments body.  If the gasket is installed upside down, the rib/groove will not line up and the instrument will not fit properly (it could pop out of the base)

THANKS again for your purchase. If you have any questions at all, feel free to contact our tech support line at (559) 799-1612
